
The heavy duty battery 
you can trust
Ready for work in the toughest conditions
Construction teams and their equipment face harsh outdoor environments 
and temperatures as well as a demanding schedule. But whatever the 
day brings, ODYSSEY® batteries will deliver the performance, power and  
longevity to get the job done. How? With their robust design  
and advanced Thin Plate Pure Lead (TPPL) technology.

Engineered to offer a massive starting power and deep 
cycle reserve power (even in the extreme cold)  
with minimal maintenance. ODYSSEY® batteries  
can withstand the high-impact shocks and vibrations  
that other batteries can’t.

When unexpected downtime is not an option, 
ODYSSEY® battery is the battery you can trust.

eu.odysseybattery.com

Check battery* health issues,  
long before issues arise.

BATTERY MONITORING SYSTEM

BATTERY MONITORING SYSTEM

BATTERY MONITORING SYSTEM

Scan to 
learn more

*Only available with 
Connect enabled batteries.

• Massive starting power: ensuring reliable multiple consecutive starts -
time after time

• Exceptional performance in extreme temperatures: operating temperatures
from -40ºC up to 80ºC (Extreme batteries)

• Deep cycle capability: copes with ‘hotel loads’ and high power consumption

• Vibration resistant: protection from high impact shocks and vibration

• Long service life: three times longer than conventional batteries

• Fast recharge: the high quality build results in a low internal resistance,
which means that charge acceptance is best-in-class

Loss of power can be extremely costly for businesses and for your project, 
rely on ODYSSEY batteries for heavy-duty applications.

HEAVY DUTY AND PROFESSIONAL BATTERIES



*�	 Cold Start Performance S.A.E J537 Apr 2016
**	Pulse Current
1 	 Metal jacket available, increases all nominal dimensions
2 	Hold down kit available

NEW PART NUMBER
(Old Part Number)
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Available with  
ODYSSEY®  

Connect System

ODX-AGM34 (2) 
(34-PC1500) 1500 850 68 135 276 172 202 184 22.5 SAE N/A

ODP-AGM94R H7 L4 
(94R-850) 1500 840 80 155 315 174 189 191 25 SAE N/A

ODP-AGM49 H8 L5 
(49-950) 1700 950 95 190 353 174 189 191 29 SAE N/A

ODP-AGM31A (2) 
(31-925T) 1750 925 100 200 330 172 240 220 31.5 SAE N/A

ODX-ACE31 2150 1150 103 220 330 173 241  216 35.5 3/8-16" Stud (22.6)  
studs only X

ODX-AGM31A (1) (2) 
(31-PC2150T) 2150 1150 103 205 330 173 246 216 35.5 SAE N/A

ODX-AGM31R (1) (2) 
(31R-PC2150S) 2150 1150 103 205 330 173 241 218 35.3 3/8-16" 

Stud (22.6)

ODP-ACEDINC 2300 1250 215 450 517 275 241 241 64.7 SAE N/A X

ODP-AGMDINC 2300 1250 215 450 517 275 241 241 64.7 SAE N/A

ODP-AGMDINB 
(629-DIN B-1300) 2400 1300 170 370 518 223 218 208 53.2 SAE N/A

ODYSSEY® Heavy Duty and Professional Batteries 
Rated Operating Temperature – ODX batteries: -40°C to 80°C; ODP batteries: -40°C to 60°C.  
All values shown are nominal unless otherwise noted.

Welcome to

AGM2 TPPL
A new generation of battery for
modern power demands.

(some models plated brass)

Thin Plate Pure Lead (TPPL) 
design means more plates for more performance and power.

Robust Intercell Connections 
resist vibration and ensure stronger internal connections.

Compressed AGM Plate Separators  
ensure leak-free performance and vibration resistance. 

Upgraded Brass Terminals  
for secure, corrosion-free connections 
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EnerSys World Headquarters 
2366 Bernville Road 
Reading, PA 19605, USA 
Tel: +1-800-964-2837

EnerSys EMEA 
EH Europe GmbH 
Baarerstrasse 18
6300 Zug, Switzerland
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EnerSys Asia 
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Singapore 639518
Tel: +65 6558 7333
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Want more info? 
Scan code to access 
the ODYSSEY® battery 
Literature Library

eu.odysseybattery.com

CONVENTIONAL BATTERIES
OF
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